MOUND 4" MIN.

SAWCUT (TYP.)

EXIST. PAVEMENT
/ SURFACE

SLOPE AT ANGLE

OF REPOSE

A

A ANNANNAN

SELECT OR NATIVE TRENCH
BACKFILL COMPACTED TO 90%
OF MAX. DRY DENSITY (PER

ASTM D1557) IN UNPAVED AREA

6" MIN OR TO TOP OF

TRENCH, WHICHEVER IS LESS /

6' MAX

PAVEMENT RESTORATION
AS REQUIRED.

"CRUSHED SURFACING-TOP COURSE" PER
WSDOT STD SPEC 9-03.9(3). COMPACT TO
95% MAX DENSITY, SEE NOTES BELOW.

12"

SAND OR CRUSHED ROCK FOR 6'
OR GREATER FROM SURFACE TO

CROWN OF PIPE. FOR LESS THAN
6', CRUSHED SURFACING TOP
COURSE (CSTC) (PER WSDOT STD

SPEC 9-03.9[3]).

/— SELECT OR NATIVE TRENCH

BACKFILL COMPACT TO 95%
OF MAX. DRY DENSITY (PER
ASTM D1557) IN PAVED AREA.

" BENCH AS NEEDED FOR SHORING
OR TRENCH BOX (TYP.) WHEN

4 DEPTH IS 4' OR GREATER

7 /— SEWER PIPE
A X
>
o H;}"
MAVAVANVAN
SEE NOTE 1
UNPAVED AREAS PAVED AREAS

NOTES

1. TRENCH BACKFILL BELOW TOP 4 FEET MAY BE NATIVE MATERIALS OR AS REQUIRED
BY THE SPECIFICATIONS, OR AS DIRECTED BY THE PUBLIC WORKS INSPECTOR.

2. MINIMUM TRENCH WIDTH SHALL BE PIPE ID + 24".

3. IN PAVED AREAS USE CRUSHED ROCK BACKFILL
* FULL DEPTH OF TRENCH WHERE SEWER MAIN CROSSES PERPENDICULAR
TO THE TRAVELED LANE OR DRIVEWAY.
* TOP FOUR FEET WHERE SEWER MAIN RUNS PARALLEL TO THE TRAVELED LANE,
UNLESS EXISTING MATERIAL IS DETERMINED BY THE ENGINEER TO BE
SUITABLE FOR BACKFILL.

4. THE STREET SHALL BE OVERLAID WHEN THE ASPHALT
ROADWAY IS LESS THAN 5YRS OLD FOR UTILITY CROSSINGS,
THE STREET SHALL BE OVERLAID AT LEAST 25 FEET ON
EACH SIDE OF THE TRENCH.
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